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SDM5A 7P/90D LP(H)

Overview
I LI OSDNIBEM (SATADisk Module 5A M) is ournext generation

diskon-module (DOM3eries that offers elevategpeed boost and highex
error correction capabilities. Buitith SATA Gl's interface, SDM5M
delivers exceptional performange datatransfer. Withits SATAnterface
compliance and compact size, this higfpeed disk module defines an
ideal balance of performance, capacities, reliability and cost. SEMI5A
comesin moderate capacities thadre suitable to bootndustrial
applicationsandlight operatingsystems foispecific operationswhile

with some extra memory spader datastorage. Tharchitectural nature

of SATAlisk module provides higher resistance to external environmen

(Optional)

influences and better flexibility for motherboard spaé&garding data
reliability, SDM5AM is built in with powerful ECénhgine thatcan correct
up to 40bit per 1KB dataln addition, the controller unit of this DOM
device supports weadeveling, SMART and power failure managenfent
dataintegrity. Wit its trustable reliability, performance and cost
effectiveness! LJI OSDNIEXS is definitely the ideal storage or cache

solution for embedded and industrial computers, servers and thin clients.

Feature
7-pin SATA connector
Unigue Hook Design
Power Cabldess Solution
Perfect Solution for 1U System
TRIM Command Support
Product Housing Selection (Optional)
Built-in ATA Secure Erase and S.M.A.R.T. Functions
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Global Weaileveling and Block Management



Specifications
Model

Interface
Connector
Form Factor

NAND Flash Type
Capacity
External DRAM

Sustained Read Performance (MB/sec)

Sustained Write Performance (MB/sec)

ECC Engine*

Standard Operating Temperature ( °C)
Extended Operating Temperature ( °C)
Storage Temperature ( °C)

Housing

H/W Write Protect

Screw Hole

Cable-less Solution

Shock

Vibration

Operating Voltage

Power Consumption

Dimension (Lx W xH)

MTBF (hours)

SDM5A 7P/9D LP(H)
SAT/8.0 (6Gb/s)
7-pin
SATAisk Module

SLC

Standard Type: 1GB~16GB
Highspeed Type: 8GB~32GB (in cdbkes type only)

No

Standard Type:Up to 34
Highspeed Type:Up to 435

Standard Type:Up to 55
Highspeed Type:Up to 215

Built-in 40-bit per 1K bytes BCH ECC
0~+70

-40 ~ +85

-40 ~+100

Optional
No
No

Optional (7+2 pin)

Operation 50G, 11ms
Nonoperatiort 1500G, 0.5ms

Operation 7.69Grms 20~2000 Hz/random (compliant wi
MIL-STB810G)
Non-operation 4.02Grms 15 ~ 2000 Hz/sine (compliar
with MIL-STB810G)

5.0 5%

Standard Type:

Active mode: 165 mA & Idle mode: 65 mA
Highspeed Type:

Active mode: 260 mA & Idle mode: 60 mA

Without housing:
Standard type: 30.0 x 27.8 x 8.2 mm
Highspeed type: 30.0 x 27.8 x 7.4 mm
With housing:
32.5x29.4 x 8.53 mm

>2,000,000



Mechanical Specification(Housing is optional)
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For external power cable
connection: this feature is available

as an option for Standard Type. Unit: mm
(Optional) 853 .10
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For more information, contact your Apacer representative

Global Presence

Taiwan (Headquarters) Europe U.S.A. China

ApacerTechnology Inc. ApacerTechnology B.V. ApacerMemory America, Inc. ApacerkElectronic(Shanghai)
Tel: +8862-2267-8000 Tel: +3340-267-0000 Tel: +1408-518-8699 Co., Ltd.

Fax: +88&@-2267-2261 Fax: +3240-290-0686 Fax: 1510-249-9551 Tel: +8621-62289939
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